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Blast Freezer (Quick Freezer)

Model O-OPR-LT-40

Model O-BF-3000

Quick freezer (Blast freezer)
Labec blast freeers are widely used in 
the food processing field like marine and 
agricultural products as well as fluid bags 
and metal and semiconductor industry. 

The food processing industry or high 
quality agricultural or marine products 
require increased freshness by making 
the product go through the ice crystal 
zone quickly within 30~50 minutes.

OPERON quick freezer’s advantages:
•    Quick freezing (within 30~50minutes) 

and rapid defrosting system
•    Application of double safety system 

for fan motor rotation and prevention 
of cold damage when opening the door. 

•    Convenient one touch processing system
•    Compact and simple structure and 

high efficient cooling system
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SPECIFICATIONS Blast Freezer (Quick Freezer)

Model O-OPR-LT-40

Dimension (mm) (In) W 750 x D 620 x H 1200 (Out) W 980 x D 1105 x H 1990

Materials (In/Out) Stainless steel SUS-304

Capacity 558L

Temperature performance -40°C(ambient temp. 30°C)

Core sample freezing range 0°C ~ -5°C/from 30°C to / 25 ~ 55MIN.

Defrost time 30min.(Heat up from -40°C to +30°C)

Heater 1.2Kw x 240V - 2 sets +30°C �xed for defrost,+125°C cut-o�

H.T.C.S Over heat protector +50°C ~ +320°C

Insulation High density poly urethane form 100mm~150mm

Refrigerant Non-CFC

Refrigeration Two stage cascade system

Compressor FAN Hermetic compressor 3HP x 3sets(or 2sets)

Compressor 16W x 3EA IS-4425YSB

Condenser Water cold condenser

Evaporator (1100 x 200 x 150) x 2set

Circulation Fan 16W x 3EA( Ø250)IS-4425YSB

Water supply 18L/Min.

Temperature controller 3EA/DX-3

Temperature display Digital LED out (Cooling water temp./Chamber temp. 
/Core sample temp./Defrost temp.)

Sensor Two PT 100Ω for chamber temp, and Core sample temp. 
One sensor CA for water cold condenser

Alarm Buzzer when door opened 5min./when reached at set temp. 
Core sample/when overheated the cooling water

Door 1door

Power 240V. (60hz) 18A, 5KW

Shipping size & Weight W 1300 x D 1420 x H 2260/620kg




