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Multi-Position Magnetic Stirrers

LABEC Magnetic Multi-position Stirrers 
provide 4 to 6 stirring places. Separate 
stirrer control knobs and pilot lamps are 
provided, so that each stirrer can be 
independently controlled. 220V/50Hz.

Model M-MUS-4 M-MUS-6 M-MUS-3x2 M-MUS-2x2

5kg 5kg

600 x 146 x 80 800 x 146 x 120 450 x 300 x 120 300 x 300 x 80

15W 15W

M-MUS-4 / M-MUS-2x2

M-MUS-6 / M-MUS-3x2

7.5kg

30W

240V, 50/60Hz

4 Point magnetic stirrer

6 point magnetic stirrer
Unit

Speed range

Distance between stirring point

Material

Capacity

Weight

Dimensions (mm) W x D x H

Wattage

Power

Plate: Aluminium

0~1300 rpm

133 mm 150 mm

2 liter-6 each

One point maximum - 8L

M-MUS-4/6/2x2/3x2 / Magnetic Multi-position Stirrer, Separate Speed Controller For Each Position

M-MUS-4

M-MUS-6

M-MUS-2x2

M-MUS-3x2
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SPECIFICATIONS Multi-Position Magnetic Stirrers

Model

M-ST-5
M-ST-10

240V, 50/60Hz

5 Point magnetic stirrer

10 Point magnetic stirrer

3kg 5kg

Unit

Speed range
Distance between stirring point

Material

Capacity

Weight
Dimensions (mm) W x D x H
Wattage
Power

114 x 564 x 63 197 x 564 x 63

15W 30W

M-MUS-5 M-MUS-10

90 mm

One point maximum - 2L

250ml - 5ea 250ml - 10ea

Plate: Stainless steel

0~1300 rpm

M-MUS-5/10 / Magnetic Multi-position Stirrer, 1 Speed Controller For All Position

• �Multi-position magnetic 
stirrers, without heating.

• �High quality permanent 
DC brushless motor for 
quiet and powerful stirring.

• �Variable speed control 
between 0 to 1,300rpm.

• �Stainless steel top plate for 
the protection against the 
penetration of liquids.

• �Stable low profile body 
for convenient and safe 
operation.M-MUS-5 M-MUS-10


