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gh Temperature Drying Oven
) to +600°C)

LABEC High Temperature
Drying Ovens are - 5 = =
available in four sizes, with
heating up to 500°C or ‘
400°C. el Iy
These models feature

bacteria resistant powder

coated mild steel outer,

with stainless steel internal

chamber. They have a low

noise fan for forced air ‘ ‘
drying, and to provide

high temperature

uniformity. U

With PID microprocessor -
temperature control and
over-temperature

protection, these drying

ovens are the ideal choice

for any laboratory.

F-FG-150BE

Product Features:

> Forced air drying with low noise fan.

> PID temperature conftroller with LCD Display and over-temperature protection function.

> Independent temperature limiter and automatic over-temperature shut off.

> Adjustable and removable shelves.

> Ceramic fibre door seal and stainless steel inner chamber, safe for long term high temperature
operation.
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SPECIFICATIONS

Circulation Mode

F-FG-50B
F-FG-50BE

F-FG-91B
F-FG-91BE

F-FG-150B
F-FG-150BE

Fan Forced Convection

High Temperature Drying Oven
(Up to +600°C)

F-FG-208B
F-FG-208BE

Temp. Range

B: RT+20-500°C. BE: RT+20-600°C.

Temp. Resolution Radio 0.1°C
Temp. Motion +0.5°C
Temp. Uniformity 0.025

Inner Chamber

B: SUS316L; BE: SUS309S

Outer Shell

Powder coat steel plate

Insulation Layer

Alumina Silicate Fibre

Heater

SUS304 Stainless steel element

Access port

® 35mm (top)

Temp.Control Mode

Two temperature section PID intelligent

Timer

0-9999min (with timing wait function)

Operation Function

Fixed temperature operation, fixed timing operation, auto stop.

Additional function

Sensor deviation correction, temperature auto-tuning, internal parameter locking, power loss parameter memory

Sensor

High Precision K type

Safety Device

Over temperature sound-light alarm

Inner Chamber Size (mm) w350*d350*h400 w450*d450*h450 w500*d500*h600 w570*d620*h595
Exterior Size (mm) w781*d529*h645 wB881*d629*h789 w931*d679*h939 w1001*d799*h934
Packing Size (mm) w900*d650*h850 w1000*d750*h1000 w1100*d800*h1150 w1150*d950*h1150
Volume 50L 91L 150L 208L

Shelf Supplied as Standard 2

Max Shelf Number 4 6 7 7

Load Per Shelf 15kg

Shelf Space 45mm

Power Supply Three Phase 415V

Power Rating 3.6kW 4 5kW 4.8kW 5.1kW
NWI/GW(KG) 44/54 60/75 80/95 110/125

Optional Accessories

Spare Shelves, Programmable Controller
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