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- ! EFFICIENT COOLING
« Closed Freezer Cover Plate: Ensures cold retention in the cooling station.
« Dual Compressor System: Uses internationally renowned "SECOP" compressors ta refrigerate the chamber, knife holder, specimen
clamp, and tissue flattener.
« Energy-Saving Sleep Mode: Maintains temperature between -5°C and -15°C during dormancy and restores slicing temperature within

15 minutes.
™  Automatic Defrosting: Supports timed sleep switch with both manual and automatic defrosting functions.

Standby Time

@ Mon @ Thurl Sun
Tue Fri

ABOUT THE PRODUCT PR Wed @ sat

Defrost Ti
ROUNDFIN RD-2280 Cryostat Microtome is a high-performance pathology sectioning device , designed for @e il i
Mon M Thur B Sun

rapid pathology diagnostics and routine histology applications. we W en A
Wed B szt 0

It features advanced refrigeration technology, intelligent temperature control, and an ergonomic
user-friendly design. With its ability to produce high-quality tissue sections quickly and efficiently, itis an

ideal choice for hospitals, medical schools, and research institutions.
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PRECISION CUTTING

Intelligent Temperature Control: Self-testing temperature sensor automatically detects working status.

Accurate Specimen Movement: Vertical stroke of 65mm and horizontal stroke of 22mm, allowing larger samples to be sectioned.
Specimen Retraction Function: Prevents accidental damage to the specimen by the blade, with an option to disable it.
Anti-Stick Tissue Flattener: Equipped with a refrigeration function, reaching temperatures as low as -50°C for faster freezing and

improved efficiency.

SAFETY & CONVENIENCE

Full-Length Knife Guard: Equipped with a blue blade
pusher and a protective cover for enhanced user safety.
Large Quick-Freezing Shelf: Allows preparation of up to
24 specimens simultaneously, improving workflow
efficiency.

360° Hand wheel Positioning: Supports locking at any
point for stable and precise operation.

Heated Glass Window: Effectively prevents condensation
for clear visibility.

UV Sterilization: Includes a built-in cleaner to quickly
collect waste inside the chamber, ensuring a hygienic
working environment.

SMART DISPLAY & ILLUMINATION

10-Inch Color LCD Screen: Clearly displays all user settings and specifications for easy operation.
High-Brightness, Low-Power LED Light: Provides stable and bright illumination while being energy-efficient and long-lasting.

Low-Noise Operation: Operating noise is less than 50 decibels, creating a quiet and comfortable workspace.
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RD-2280 SPECIFICATION LIST

Section thickness range

0.5um-100pum Adjustable
0.5um-5um increment: 0.5um
S5um-20um increment: 1pm
20pm-50pm increment: 2um
50um-100um increment: 5um

Trimming thickness range

1um-600um Adjustable
Opm-50pum increment: Sum
50pm-100pum increment: 10pm
100pm-600pm increment: 50pm

Tissue Retraction function Oum~~60um adjustable
Maximum specimen size 55mm*80mm
Horizontal stroke Z22mm

Vertical stroke Z65mm

Freezing chamber temperature 0°C to -60°C

Specimen head rotary angle

X-axis: 360°Y-axis: 12°

Freezing shelf

Minimum Freezing shelf temperature: 0~-55°C

Number of freezing station: 24

Semiconductor refrigeration station: 6

Minimum Peltier shelf temperature: 0-60°C

Specimen Disc: 2

Working time to reach -60°C: 15min

Speed of fast-forward and back-forward

0.9mm/s. 0.45mm/s

Disinfection method:

uv

Compressor quantity

Double Danfoss brand compressors

Net weight 180KG

Size 700*760*1160mm

Voltage and frequency AC220V+ 10%, 50Hz(Standard)
AC110V=+10%, 60Hz

Power 500W

Noise 50db(A)

Handwheel lock 360° arbitrary point locking function

Certification CE/ISO 13485

Brand ROUNDFIN, Accept OEM

Warrenty 1 year and whole lifetime technical support
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