GROSSING STATION

MODEL NO.: RD-907S-M

The RD-907S-M Pathology Workbench is the latest
uniquely designed model by ROUNDFIN. Its integrated
touch screen enhances usability by consolidating all
functions in one interface. The high-end configuration
ensures greater efficiency and faster workflow in pathology
applications.

1. Constructed entirely of 304 stainless steel for durability and corrosion resistance.

2. Integrated touch screen function (exhaust system,table height adjustment,splash
window height adjustment, light, UV sterilization time setting,table automatic
washing device).

3. Backdraft exhaust ventilation system: A full-width integrated shelf is positioned
above the exhaust grill. The upper ventilation draws air downward through
inclined openings on the inner side of the table, while the lower ventilation system
inhales air through openings around the base and equip with Fresh air system
and exhaust high-efficiency activated carbon filtration system.

4. Three-piece detachable table plates with an automatic washing system,electric
flushing and drainage system at the bottom of the countertop.

5. Sink dimensions: 340mm*400mm*250mm, ntegrated hair separator in the sink to
prevent hair from clogging the drainage system.

Large power pulverizer to crush dissected materials for efficient drainage.

7. Hot/Cold water mixing faucet with swing spout and wrist blade handles. Extra
providing hands-free water control( foot pedal control) , water can be controlled
using the foot pedal.

8. Hand spray with a 6.5-foot hose for flexible use.
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Formalin distribution and collection system with waste liquid full water alarm.
Built-in lighting on the operation desk for enhanced visibility.
Integrated UV sterilization function for enhanced hygiene.

Built-in dispenser for paper towels or gloves.

Magnetic instrument tool bar for convenient access to tools.
Monitor, keyboard, camera stand.

Duplex GFCl-protected electrical outlets for safety.

Fully internally plumbed and wired for easy single-point connection.

OPTIONAL FUNCTIONS:

Video and photo recording equipment
Display screen, keyboard

SPECIFICATION LIST

Model No RD-907S5-M
Material Stainless Steel 304 (316 material optional )
Product Size (mm) L1500"W800*H2100mm

Touch screen operation panel

Fully enclosed height-adjustable splash-proof window

Table height 800-1000mm adjustable

Formalin distribution and collection system

Backdraft exhaust ventilation system

Activated carbon filtration system
Standard parts

UV disinfection

Table automatic washing device

LED light

Hot/Cold water mixing faucet with swing spout

Keyboard and display screen holder

Camera holder

Power: 750w

Horsepower: 1.0hp

Pulverizer

Speed: 3200rpm

Capacity: 1600ML

Video and photo recording system
Optional

Display screen, keyboard
Certification CE/ISO 13485
ODM/QOEM YES




