CAROUSEL TISSUE PROCESSOR MODEL NO.: RD-501

FEATURES

1.The system is controlled by a PLC and touch screen, ensuring simple operation, reliability, and stable performance.

2.Itis equipped with an automatic cylinder-changing function at designated positions.
3.Intelligent operation enhances efficiency and user experience.

4.Utilizes a stirring (vacuum) dehydration method, ensuring thorough contact between
tissue and reagents for optimal dehydration results.

5.The sample basket features a built-in rotation function, rotating every five minutes

to ensure thorough mixing with reagents, leading to more complete reactions.

6.The reagent cylinder is made of aluminum and equipped with handles for easy
retrieval and replacement of reagents. It also allows direct visualization of the
specimen's status during dehydration.

7.With vacuum function, performing vacuum extraction every five minutes to acceler-
ate dehydration using negative pressure. Small specimens can be dehydrated in as little
as three hours.

8.Equipped with two limiters: internal software limits and external mechanical limiters,
preventing component damage in case of malfunctions.

9.Features an obstacle detection sensor that immediately halts operation upon detect-

ing an obstruction, preventing damage caused by unmelted paraffin or foreign objects.

RD-501 CAROUSEL TISSUE PROCESSOR SPECIFICATION LIST

Model No.

RD-501 Vacuum Model

Reagent Cups

12 (9 cups for reagents, 3 for paraffin cup)

Vacuum function

-60kpa (Optiona:|l-7T0KPA/-55KPA)

Wax cup temperature setting

0-85°C

Reagent cups material

Aluminum(Glass optional)

Capacity of Reagent cup

1.3 (2.3L optional )

Basket

1(2 basket optional

Processing Capabilities

1.3L (50 pcs per basket)
2.3L (80 pcs per basket)

Tissue Processing Steps

12 steps

Number of reagent cups

9 (with a volume of 1.3L/2.3L for a larger volume)

Number of paraffin cups

3 (with a volume of 1L/1.8L for a larger volume)

Minimum time interval setting

Imin

Frequency of basket stirring

5 times/min, 60sec for each time

Vacuum pump working time

5 times/min, 60sec for each time

Reagent cup residence time setting range

0-2000min

Program:Maximal turn-on dely

1 month

Program: Duration in each cup

0-10 hours (10 programs)

Voltage and frequency

AC 220V/ 50Hz (110V/60Hz optional)

Power 300W

Net weight 65KGS/T5KG

Size ®660* (600-720) /$p780* (600-720) mm
Warranty period 1 year and whole lifetime technical support

10.When replacing the reagent cylinder, the system pauses for five seconds at the top to allow excess liquid to drip off, preventing reagent

spillage.

11.Comes with 10 built-in programming options, providing users with greater flexibility.

12.Includes a power-off protection system that resumes operation from the last memory position when power is restored.

13.Users can switch between manual and automatic modes based on their preferences.

14.0ffers a delayed start function, allowing users to schedule operations up to 30 days in advance to meet specific workflow requirements.




