VACUUM TISSUE PROCESSOR MODEL NO. RD-800

7. The studio is equipped with a magnetic stirring system, which can set the stirring time and interval according to user needs.

8. The soaking time is 0-300min, and users can choose according to their needs.

9. 10 sets of programs can be quickly switched and selected according to user needs.

10. The equipment is equipped with two dehydration methods, fast dehydration and conventional dehydration, and users can choose
according to their needs. Rapid dehydration is suitable for small specimens and can be completed within three hours at the fastest.

RD-800 seriestissue processor is one of the representative products of the 11. The device can be operated manually or fully automatically according to user needs.

ROUNDFIN brand processors, providing a higher quality solution for the
dehydration work before cell tissue slicing, and has become a high-quality

choice for modern pathological tissue dehydration products.

FEATURES

1. The device can be set to three states during operation, normal pressure,
positive pressure, and negative pressure. Users can choose according to
their needs.

2. Equipped with an activated carbon filtration system to effectively filter

out harmful gases emitted by reagents and prevent harm to human health.

3.The equipment has multiple alarm systems, including:

(D studio not locked alarm@) over liquid level alarm

3 over temperature alarm@) valve failure alarm

® pressure over limit alarm® upper and lower liquid, change liquid, and
discharge liquid fault alarm. The multiple alarm system can protect the
instrument from damage.

4. The studio is equipped with a self-cleaning function to prevent other
liquids from affecting the samples and experimental results during the
next dehydration.

5. This product is equipped with a large LCD touch screen, which can
clearly observe data such as reagent usage, equipment status, pressure,
temperature, etc.

6. It has an automatic liquid change function. When the number of times
reagents 1-7 are used exceeds the set number of times, in order to save
reagents and facilitate users to change reagents, the automatic liquid

change function can be used to achieve automatic rotation of reagents.
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RD-800 SERIES VACUUM TISSUE PROCESSOR SPECIFICATION LIST

RD-800-X RD-800-D RD-800-K

Number of solvent bottles

13, of which 1-9 are used for dehydrating reagents and 14-16 are used for cleaning reagents

Number of wax cylinders

three, Numberis10, 12, 13

Number of working cylinders 1
Number of discharge boxes 1
Studio volume 6.2L oL 9L
Reagent bottle volume 4L 6L 6L
Sample processing quantity 220 330 330
Display Size(mm) 10 inches 10 inches 15 inches
. . 650*650*1020 650*650*1130 650*650*1130
Net weight/Size(mm) 145KG 145KG 170KG
Gross weight/size after packaging ;2(0)5550'1330 ;2357650'1450 %(S)(SJ'KTGSU'MSD

Operation mode

Atmospheric pressure
Positive pressure: 0-30Kpa
Negative pressure: 0-7T0Kpa

Mixing time and interval

As demand

Studio temperature

When the medium is solvent, it is 0-45 °C, and when the medium is paraffin, it is 55-70 °C

Heating temperature range of wax cylinder

The melting time of paraffin at 58-70 °C shall not exceed three hours

Setting range of reagent tank residence time

300min

Working temperature/humidity

Working temperature 5 °C -35 °C Humidity < 90% (25 °C) without cond

Working atmospheric pressure

86kPa~106kPa

Power supply

220V+22V 50Hz+1Hz

Power <1200W=+10%

Fuses 10AFuses

Certificate CE; 1SO

Brand ROUNDFIN, accept OEM

Warranty 1 year and whole lifetime technical support

Customization

Discussion




