COLD TABLE REFRIGERATION, THE ULTIMATE PROTECTION
The large-size working area of the cold table: strong refrigeration effect, which can be set as low as -30°C, provides the ultimate low-tem-

perature protection for the samples, ensures the integrity and stability of the samples in the operation process, and lays a solid foundation

for the accuracy of pathology diagnosis.

ABOUT THE PRODU

The RD-98 Pro Embedding Center is a high-end device specifically designed for pathology laboratories. It not only boasts excellent perfor-

mance but also enhances the user experience through intelligent design and user-friendly layout. The machine features a compact

structure and an aesthetically pleasing appearance, with an easy-to-use interface that is accessible to both beginners and experienced

technicians.

RD-98PRO SPECIFICATION LIST

Paraffin Chamber Capacity About 12 liters
F EAT U R E S | Temperature Range RT -75°C

Temperature Control Precision +1%
HD INTELLIGENT TOUCH EXPERIENCE Paraffin Flow Control finger touch plate and optional foot pedal
Medical-grade high-definition colour screen: the Embedding center is equipped with a 10.1-inch high-definition colour touch screen, while Embedding center Dimensions of Paraffin Chamber 270°150*150mm(W * D *H)
the cold plate adopts a 5.6-inch high-definition colour touch screen, with a simple and intuitive operating interface and precise touch Working Voltage AC 220V £ 10% 50Hz (standard model); AC110V10% 60Hz
control, making every operation easliy and smoothly. PoWar 1000W

Dimensions 620*560"410mm(W * D * H)
PRECISE TEMPERATURE CONTROL, ALL-ROUND CARE

Net weight 3%g
Multi-point independent temperature control: from the wax tank, wax tube, left and right heating tank, working table, to the left wax
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trimmer, right wax trimmer, forceps holder and small cooling table, the temperature of each key part can be set arbitrarily, precisely
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controlling each link to ensure the stability and high efficiency of the experimental process, and to meet the needs of different samples and = P
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operations. Cold plate

Dimensions 750mm*545mm*500mm
EFFICIENT WAX MANAGEMENT Net weight 48kg
The 12L wax tank is equipped with a triple filtration system, which effectively removes impurities and ensures the purity of the wax Certificate CE; 1S0; 13485
solution. Wax level detection for real-time monitoring of the wax level. The quick wax melting function improves the efficiency of the work Brand ROUNDFIN or OEM
and makes the experimental process much smoother Warranty 1years and lifetime technical support




