
Quick Start Guide: Labec Economy Fan Forced Oven 
Follow these essential steps for the safe and efficient operation of your Labec oven. 

 
1. Preparation & Setup 

●​ Safety Check: Ensure the unit has been tagged and tested for electrical safety (per 
AS/NZS3760:2010) before use. 

●​ Power Connection: Plug the oven into a standard 240V AC power point. Do not 
use a DC supply. 

●​ Clearance: Place the oven away from draughts and direct sunlight. 
●​ Switch On: Turn on the mains power; the illuminating lamp should light up. 

 
2. Setting Temperature 

●​ Set Temperature: Use the UP and DOWN arrows on the controller to select your 
target temperature. 

●​ Safety Controller: Set the Over Temperature Safety Controller approximately 20°C 
higher than your target temperature for the first use. Once stabilized, you can adjust 
it to 10°C above your set point. 

●​ Stabilize: Allow the oven to run for at least one hour to reach a stable temperature 
before loading samples. 

 
3. Loading Instructions 

●​ Wall Clearance: Maintain at least a 50mm gap between your items and all internal 
walls (back, sides, and door). 

●​ Rear Wall Warning: Never allow products to touch the rear wall; the heating 
elements are located there and can cause a fire. 

●​ Shelf Space: Do not cover more than 50% of the shelf area to ensure proper air 
circulation and temperature uniformity. 

 
4. Prohibited Materials 
WARNING: This oven is NOT flame-proof. Never place the following inside: 

●​ Combustible or explosive materials. 
●​ Substances that release inflammable or corrosive vapors (e.g., acids, salts, or 

organic solvents). 

 
5. Shut Down 

●​ Power Off: Turn off the power and remove all samples once finished. 
●​ Cleaning: Wipe the door seal with a soft cloth and detergent only; avoid harsh 

chemicals on the seal. 
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