
 

Peltier Cooled Incubator 

 

Smart. Sustainable. Exceptionally Stable. 
Say goodbye to bulky, energy-guzzling 
compressors. The LABEC Peltier Incubator 
leverages cutting-edge semiconductor chilling 
technology to deliver highly efficient heating and 
cooling in a sleek, space-saving design. Whether 
you are cultivating delicate micro-organisms, 
conducting plant breeding trials, or preserving 
critical samples, this incubator provides the 
uncompromised constant-temperature 
environment your research demands. 

Designed for modern, high-efficiency laboratories 
across environmental protection, health, and 
research sectors, it seamlessly balances 
advanced PID precision with eco-friendly 
performance. 

 

Product Features: 

● Eco-Efficient Peltier Technology: Uses advanced semiconductor chilling plates and 
elements for sustainable, high-efficiency cooling and heating without traditional refrigerants. 

● Precision Intelligence: Driven by intelligent PID control technology, an intuitive LCD color 
screen, and a responsive touch-button interface for precise, unwavering temperature stability. 

● Smart Observation & Safety: Features a crystal-clear glass inner door with an integrated 
smart door-control switch linked directly to the system, alongside built-in audio-visual 
over-temperature alarms. 

● Space-Saving Stackable Design: Innovative stacking foot engineering allows units of the 
same specification to be stacked safely, maximizing your laboratory's footprint. 

● Premium Architecture: Crafted with a mirror stainless steel inner chamber for effortless 
cleaning and a rugged, electrostatic-sprayed cold-rolled steel exterior built to last. 

 

 

 

 

 

 

 



 

Specifications 
Model FPI-45 FPI-70 

Cycle Mode Forced Convection 

Temp. Range 20°C below ambient to +65°C 

Temp.Motion ±0.5°C 

Temp. Uniformity ±0.5°C (37°C) 

Construction Material Inner: Mirror Stainless Steel, Outer: Electrostatic Spray Paint Mild Steel 

Heater Heating Element 

Refrigerator Semiconductor Chilling Plate 

Power Rating 0.35kW 0.5kW 

Temp. Control Mode Intelligent PID 

Timer 0-9999min (with timing wait function) 

Operation Function Fixed temperature operation, fixed timing operation, auto stop. 

Additional Function 
Sensor deviation correction, temperature overshoot self-tuning, internal 

parameter locking, power-off parameter memory 

Safety Device Over temperature sound–light alarm 

Inner Chamber Size (mm) w330 * d320 * h430 w415 * d350 * h500 

Exterior Size (mm) w415 * d445 * h758 w500 * d475 * h828 

Packing Size (mm) w550 * d550 * h950 w650 * d600 * h1000 

Volume 45L 70L 

Current Rating(50/60HZ) AC220V/1.6A AC220V/2.3A 

NW/GW(KG) 20/25 35/45 
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