
Multi-Place Magnetic Stirrer and Heating 

Advanced Synchronous & Asynchronous Multi-Station Laboratory Benchtop Solutions 

The Labec Multi-Place Magnetic Stirrer & 
Heating Series represents a premium evolution 
in high-throughput laboratory sample 
preparation. Designed to maximize valuable 
benchtop real estate while delivering 
uncompromised accuracy, these multi-station 
stirrers provide precise control over parallel 
reactions. Engineered for high performance 
across diverse operational landscapes, this 
series is ideally optimized for demanding 
environments including environmental 
protection laboratories, chemical synthesis 
workflows, clean energy development, light 
industry quality control, and advanced academic research frameworks. 

Product Features: 

●​ Asynchronous & Synchronous Control: Equipped with advanced multi-channel processing 
power, individual stations can either operate independently with entirely disparate parameters 
(asynchronous) or operate with uniform settings simultaneously (synchronous). 

●​ Maintenance-Free Brushless Motors: Driven by industrial-grade brushless DC motors, ensuring 
an exceptionally long operational lifespan, smooth speed ramp-ups, whisper-quiet runs, and 
stable agitation torque without brush replacements. 

●​ High-Contrast Digital LCD Displays: Bright, crisp backlit LCD monitors deliver immediate 
real-time visibility over critical telemetry, ensuring continuous readout of actual vs. set speeds, 
operational state values, and countdown timers. 

●​ Premium Corrosion-Resistant Build: Heating variants feature a ruggedized, polished Grade 304 
Stainless Steel working plate, guaranteeing excellent resistance against chemical splashes, 
physical impacts, and prolonged thermal stress. 

●​ Optimized High-Throughput Footprint: Engineered with individual 110 × 110 mm operational 
zones that seamlessly accommodate standardized beakers, flasks, and containers up to 500 
mL per station volume capacity. 

 

 

 

 

 

 

 

 



Specifications 
Model F-MMS4Pro F-MMS6Pro F-MMS9Pro F-MHS4Pro F-MHS6Pro 

Heating Capability Ambient Stirring Only Integrated Hot Plate 

Control Mechanism Asynchronous / Synchronous 

Stirring Positions 4 Stations 6 Stations 9 Stations 4 Stations 6 Stations 

Maximum Capacity 4 × 500 mL 6 × 500 mL 9 × 500 mL 4 × 500 mL 6 × 500 mL 

Working Plate 
Dimensions (mm) 

4-Zone 
(110 × 110) 

6-Zone 
(110 × 110) 

9-Zone 
(110 × 110) 

4-Zone 
(110 × 110) 

6-Zone 
(110 × 110) 

Speed Range 50 — 1500 RPM 50 — 1200 RPM 

Plate Core Material  Grade 304 Stainless Steel 

Maximum Surface 
Temp 

 Up to 120°C 

Heating Power  240 W 360 W 

Timer 1 min — 19 h 59 min 

Stir Bar Size 30 mm 

Input Power 240 V, 10 Amps 
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